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DIGITAL CONTROL PANEL
MOUNTED IN FRONT VALANCE
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Display Performance Considerations
1) Do not site the display within 2m of ceiling
    mounted air conditioning grilles.
2) Do not site the display beneath a high
    level of direct sunlight.

13A PLUG TOP,
2m CURLY LEAD

& PARKING SOCKET

POWER SUPPLY:
13A, 230V, 0.5kW

APPROX. UN-CRATED
WEIGHT OF UNIT: 45Kg

DEBENHAMS

SUPPLIED COMPLETE WITH
2 x 1/3Gn x 150mm DEEP STAINLESS
STEEL CONTAINERS EACH WITH CLEAR 
POLYPROPYLENE NOTCHED LIDS

DESIGNLINE CONTACT COOLED
CGTGARNISH TROLLEY

1:25@A4DESCRIPTION:CED FABRICATIONS LTD

UNITS A1-A4, FALCON COURT

CLAYTON BUSINESS PARK

CLAYTON-LE-MOORS

HYNDBURN

LANCASHIRE BB5 5JD

This drawing and information herin is confidential to CED Fabrications Ltd.

It is issued in confidence that it will not be disclosed to any third

party  in part or in whole without permission from CED FABRICATIONS Ltd.

c CED FABRICATIONS LTD
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