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CHARIOT TRANCHE-PAIN

Document non contractuel. Les caractéristiques indiquées peuvent
être modifiées en vues d’améliorations. 

TOURNUS EQUIPEMENT-25 avenue Jean Moulin-B.P.59 F-71700
TOURNUS - Tél +33 (0)3 85 27 42 42 - Fax +33 (0)3 85 27 42 99

CARACTERISTIQUES TECHNIQUES

• Construction en acier inoxydable alimentaire.
• Structure tube de section 35 x 35 mm.
• Entretoises en tube de section 30 x 30 mm.
• Glissières en polyéthylène.
• Emplacement coupe-pain en partie supérieure en 15/10ème mm,

largeur 350 mm.
• Roues Ø125 mm à chape polyamide dont 2 à freins.
• 2 bacs polycarbonate GN 2/1 profondeur 200 mm fournis.
• Livraison sous film plastique.
• Dimensions : 700 x 770 x 775.
• Référence 80.134.1
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TECHNICAL  SPECIFICATIONS

• Food quality stainless steel construction.
• 35 x 35 mm tube structure.
• 30 x 30 mm tube spacers.
  Polyethylene slides.
• Space for cutting bread at the top, 15/10 mm thick,  

width 350 mm.
• Swivel wheels Ø 125 mm, with polyamide cover,  

including 2 brakes.
• 2 polycarbonate GN 2/1 containers,  

depth 200 mm on slides provided.
• Delivered under plastic film.
• Dimensions: 700 x 770 x 775
• Reference 801 341


