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Ventilation / Display Performance Considerations
1) Area in which display is to be sited must have a minimum room volume T
no less than 132 cu m. -
2) Install over a sealed floor or ventilated floor void. 470 —
3) Do not site the display within 2m of ceiling mounted air conditioning grilles. 260 —= Z‘Oﬂ T
4) Do not site the display beneath a high level of direct sunlight. 2000 =
5) Display will operate in a 24 hour environment. OVER ALL 1 |[= 330 ] | 1 L
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PLAN VIEW
OPTIONAL FRONT FASCIA PANELS
KCBF20 - BLACK EPOXY COATED STEEL
KCSF20 - SATIN STAINLESS STEEL
FOR FREE STANDING MODELS
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750 CONTROL PANEL \
\__/-C_-Q _D}p
ﬂ I I I
o (I T T M T 1 i I
i I il [ i
i 3D : i :
2 T 1T m |
2 | N L [l reosiers
1 197 | |
70 { ‘ : —_— ) — :
612 612
? / 575/585 269 %J \ 272 \ 272/(

1051115 U 1 L — o lﬁi sl =i =l

13A PLUG TOP 835 330 = CUT-OUT LOCATION 2 OFF 473mm DEEP
SIDE PANELS IN BLACK  / END VIEW &2m LEAD fRONT vigw | FORAIR GRILLE IN OPEN AMBIENT REAR VIEW
EPOXY COATED STEEL POWER SUPPLY: FRONT FASCIA STORAGE BAYS  (OPERATOR SIDE)
AS STANDAR 13A. 230V 1.90KW (CUSTOMER SIDE)
OR OPTION KCSB20 - SATIN : o APPROX. UN-CRATED
STAINLESS STEEL PANELS WEIGHT OF UNIT: 390Kg
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