Ventilation / Display Performance Considerations

1) Area in which display is to be sited must have a minimum room floor area
no less than 29 sq m.

2) Install over a sealed floor or ventilated floor void.

3) Do not site the display within 2m of ceiling mounted air conditioning grilles.

4)

5)

Do not site the display beneath a high level of direct sunlight. 1800
Display will operate in a 24 hour environment. OVER ALL

\,
o
S
OVER ALL

: ]
PLAN VIEW
GANTRY MOUNTED DIGITAL
750 CONTROL PANEL\
\_”-_QD [ ) I [E T h
“ a' | 1 |l| ]
828 [ u:.i’::ﬂ 830 i: :: :i'i :: |l| :; UL s 1
r & FF::' ’.i ii i'l!ii ﬁ i_- 1405/1415

575/585
4

‘f /
S — |
105/115UW// 1 — @ | .
SIDE & FRO[IT FASCIA / 13A PLUG TOP

% &)

/ & 3m LEAD
PANELS IN BLACK / END VIEW _ FRONT VIEW REAR VIEW
PLASTISOL AS STANDARD./ POWER SUPPLY: (CUSTOMER SIDE) (OPERATOR SIDE)
OPTIONAL SATIN ST/STL: 13A, 230V, 1.76kW APPROX. UN-CRATED
KSSP = SIDE PANELS, WEIGHT OF UNIT: 346Kg
KASF18 = FRONT PANELS
CED FABRICATIONS LTD . . . . . . . . N < - - .
UNITS AL-Ad, FALCOV couRr | 1%y i oo et s ot oo poviaies v | DESCRIPTION: SCALE: 1:25@A4 REV No: 4
CLAYTON BUSINESS PARK party 1in part or in whole without permission from CED FABRICATIONS Ltd. DESIGNLINE PATISSERIE
CLAYTON-LE-MOORS 1800mm SELF HELP COLD - REAR DOORBODUCT PC1SHT

'YN N A\ .
OOBURN © CED FABRICATIONS LTD @_57 HYDROCARBON TYPE-R290 REFRIGERANJODE:



	Model

