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DESCRIPTION

SPECIFICATIONS

MAINTENANCE-CLEANING

• The shelving should be cleaned daily, using normal cleaning products which comply with hygiene rules. Abrasive products are not to be used. Do not
use chlorinated products (bleach for example) and rinse well after cleaning. It is recommended that gloves are worn while cleaning.

4-BAR WALL-MOUNTED SHELF WALL-MOUNTED SHELF UNIT WITH STAINLESS STEEL SHELF

FOR ALL TYPES OF SHELVES :
• MAXIMUM LOAD DISTRIBUTED OVER SURFACE AREA: 150 kg (according to type of wall).

SPARE PARTS

• Black plastic cover for bracket screw
• Black plastic cap for bracket end piece
• Black plastic cap for surface tube end piece

: 228589
: 228450
: 228105

4-BAR WALL-MOUNTED SHELF WALL-MOUNTED SHELF UNIT WITH STAINLESS STEEL SHELF

Wall-mounted shelf units with “NF” Food Hygiene mark delivered by AFNOR.
NF-food hygiene qualification n° 04-A-705 delivered on 07.02.94. NF-food hygiene qualification n° 04-A-704 delivered on 07.02.94.

• Fixing bracket
• Black plastic cover for bracket screw
• Black plastic cap for bracket end piece

: 117361
: 228589
: 228452

The NF Food Hygiene mark, delivered by AFNOR Certification, certifies compliance with the standard NF031, accessible on www.marque-nf.com guaranteeing easy cleaning.

4-BAR WALL-MOUNTED SHELF
• Surface area made up of 4 stainless steel tubes.
• Rear tube set back by 50 mm with respect to the wall for clearance for

pipes.
• Wall-fixing bracket made of stainless steel tube with aluminium plate

fixed by 6 screws.

WALL-MOUNTED SHELF UNIT WITH STAINLESS STEEL SHELF
• Surface area made of stainless steel 12/10th mm thick.
• Radiused front edging strip.
• Rear back plate 40 mm high set back by 40 mm with respect to the wall

for clearance for pipes.
• Aluminium alloy corners.
• Wall-fixing bracket made of stainless steel tube with aluminium plate

fixed by 6 screws.

L x l (mm) Référence Poids (kg)
400 x 600 805 714 3,5
400 x 800 805 715 4,3

400 x 1000 805 720 5
400 x 1200 805 721 5,7
400 x 1400 805 722 6,4
400 x 1500 805 726 6,8
400 x 1600 805 723 7,2
400 x 1800 805 724 7,9
400 x 2000 805 725 8,6
400 x 2200 805 727 10

l x L (mm) Référence Poids (kg)
400 x 800 509 769 5,5

400 x 1000 509 751 6,5
400 x 1200 509 752 7,4
400 x 1400 509 753 8,3
400 x 1500 509 754 8,7
400 x 1600 509 755 9,2
400 x 1800 509 756 10,1
400 x 2000 509 757 11
400 x 2200 509 758 12,6
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WALL SHELF
Removable stainless-steel shelf
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Number of
consoles

2

2

3

Lenght of 
shelf

600 à 1600

1600 à 2000

2000 à 2500

1/ Attach the consoles level at the desired height (See drilling table below)

IMPORTANT : Use the right type of plugs for the wall.
These plugs carry the full weight ot the shelf.
6-mm lag bolt with washer recommended.

2/ Cover the attachement holes with plastic caps.           3/ Hook the shelf in place.    


